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PROJECTI ON SCREENS ( MANUALLY OPERATED)
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NOTE: This guide specification covers the
requirenents for projection screens associated with
a classroons and/or conference facilities. This

gui de specification is to be used in the preparation
of project specifications. Contact the Louisville
District with revisions that are needed to this
speci fication.

RST-11134 is a Louisville District Arny Reserve
Support Team (RST) gui de specification.
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PART 1 GENERAL

1.1 REFERENCES

EIRE R R I S I I I R b R R S I S I R I R R I I S I R I R A R I S I S S I S R I I S I
NOTE: |ssue (date) of references included in
proj ect specifications need not be nore current than
provided by the | atest change (Notice) to this guide
speci fication.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

AMERI CAN ARCHI TECTURAL MANUFACTURERS ASSCCI ATI ON ( AAVA)

AAMA 606. 1 Vol untary Cui de specifications and
I nspection Methods for Integral Col or
Anodi ¢ Finishes for Architectural Al um num

AAMA 607.1 Vol untary Cui de Specification and
I nspection Methods for Integral Cear
Anodi ¢ Finishes for Architectural Al um num

AAMA 608. 1 Vol untary Cui de Specification and
I nspection Methods for Electrolytically
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Deposited Col or Anodi ¢ Finishes for
Architectural Al um num

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM B 221 Specification for Al um num Al |l oy Extruded
Bars, Rods, Wre, Shapes, and Tubes.

ASTM C 1036 specification for Flat d ass.

ASTM D 1003 Test Method for Haze and Lum nous

Transmittance of Transparent Pl astics.

ASTM D 4802 Speci fication for Poly(Met hyl
Met hacryl ate) Acrylic Plastic Sheet.

NATI ONAL FI RE PROTECTI ON ASSCC!I ATI ON ( NFPA)

NFPA 701 St andard Met hods of Fire Tests for
Fl ane- Resi stant Textiles and Fil ns.

1.2 SUBM TTALS
EIRE R R I S I I I R I b R R S I S I S R R S I S I R I R A R I S I S S R I S S I S A I O
NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

CGover nnent approval, a code of up to three

characters should be used following the "G'

designation to indicate the approving authority;

codes of "RE" for Resident Engineer approval, "ED'

for Engi neering approval, and "AE" for

Archi t ect - Engi neer approval are recomended.
EIRE R R I S I I I R S b R R S I S I I I R R S S I S I R A R I O I S S S R I S O I
CGovernment approval is required for submttals with a "G' designation;
submttals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Shop draw ngs; FIO

Shop draw ngs showi ng | ayout and types of projection screens.
Show t he foll owi ng:
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Location of screen centerline.

Anchor age details.

Accessori es.

Franme details for front projection screens.

PP

SD- 03 Product Data
Projection Screen; See Section 09915 COLOR SCHEDULE; FIO

Projection Screen Manuf. Product submitted as an "or equal"; G

(1.

Manuf acturer's descriptive data, performance charts, catal og cuts,
and installation instructions.

3 QUALI TY ASSURANCE

Singl e Source Responsibility: Qbtain each type of projection screen
required froma single nmanufacturer as a conplete unit, including necessary
nount i ng hardware and accessori es.

Coordi nation of Work: Coordinate |ayout and installation of projection
screens with other construction supported by, or penetrating through
partition.

.4 DELI VERY, STORAGE, AND HANDLI NG

Do not deliver projection screens until building is encl osed, other
construction within spaces where screens will be installed is substantially
conplete, and installation of screens is ready to take pl ace.

Protect screens from danage during delivery, handling, storage, and
installation.

Store projection screens in nanufacturer's protective packages in a
position that conplies with screen manufacturer's directions. Keep units
in manufacturer's protective packages until time of installation

Protect surfaces of projection screens from damage due to abrasion, dust,
and ot her conditions.

PART 2 PRODUCTS

2.

2.

1 PROJECTI ON SCREEN SURFACES, GENERAL
1.1 Measurement of Gain of Screen View ng Surface

Measure gain of screen view ng surface agai nst that of a nagnesi um
carbonate surface by neans of a photogoni oneter using test nethods and test
apparatus per FS GG S-00172D(1) for determ ning effect of reflected |ight
at various view ng angles on screen surfaces. Ratings of 1.0 refer to
those viewi ng surfaces having a reflectivity equal to the magnesi um

car bonat e surface.
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2.1.2 Material and Viewi ng Surface of Front Projection Screens
ot ai n screens manufactured fromnildew and flane-resistant fabric of type

i ndi cated for each type of screen specified and conplying with the
foll owi ng requirenents:

Matte white viewi ng surface with m ninmum gain characteristics conplying
with FS GG S-00172D(1) for Type A screen surface.

Application: Provide matte white surfaces unless otherw se
i ndi cat ed.

Edge Treatnent: Wthout black maski ng borders.
2.1.2.1 M | dew Resi st ance:

Provide m | dewresistant screen fabrics as determ ned by Federal Standard
191A/ 5760.

2.1.2.3 Fire Performance Characteristics:

Provi de projection screen fabrics identical to those materials that have
undergone testing and passed requirenents for flane resistance as indicated
bel ow:

NFPA 701 per snmll-scale test.

Federal Standard 191A/5903 for test nethod. FS GG S-00172D(1) for flane
resi stance.

PART 3 EXECUTI ON
3.1 | NSTALLATI ON

Ceneral: Install projection screens at locations indicated in conpliance
with screen manufacturer's instructions.

Install projection screens with screen cases in position and rel ationship
to adj oi ning construction as indicated, securely anchored to supporting
substrate, and in manner that produces a snoothly operating screen with
plunb and straight vertical edges and plunb and flat view ng surfaces when
screen i s | owered.

3.2 PROTECTI ON AND CLEANI NG
Protect projection screens after installation fromdamage during
construction. |If despite such protection damage occurs, renobve and repl ace
damaged conponents or entire unit as required to provide units in their
original, undamaged conditi on.

---END OF SECTI ON- - - -- End of Section --
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